
Aluminum Nitride PCAN3000
PCAN3000 is one of our enhanced grades of 
aluminum nitride offering all the mechanical 
performance of PCAN1000 with the enhanced 
benefits of 230 W/mK thermal conductance.

Key Properties     

• No toxic issues of beryllia

• Good plasma resistance

• Excellent thermal shock performance 

Precision Ceramics can supply components in 
prototype to production quantities with pressed, iso 
pressed, machined and ground parts.

The improved performance of aluminum nitride 
over alumina with over five times the thermal 
conductance enables high performing devices to 
function faster and better in smaller devices. 

Typical Applications

• Heat sinks

• Heat spreaders

• Laser heatsinks power rectifiers

• Aerospace, power electronics, rectifiers and 
medical components supplied to ISO9001/2015
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Thermal Conductivity W/m  K(RT) 170

Thermal Conductivity W/mK 230

Heat Radiation                                (100°C) 0.93

Thermal Expansion 10-6/°C
Coefficient                                 (RT–400 °C) 

4.5

Insulation Resistance                W  cm(RT) >1013

Dielectric Strength kV/mm(RT)  15

Dielectric Constant  (1MHz)  8.8

Dielectric Loss 10-4 (1MHz) 5

Bending Strength MPa 350

Density g/cm3 3.32

Yttria % 3.4

Oxygen % 1.7

  PCAN3000 

Product Data

PreCisioN CerAmiCs UsA, iNC.
9843 18th St North, Suite 120, St. Petersburg, FL 33716
Tel: (727) 388 5060  Fax: (813) 435 2020  
Email: info@precision-ceramics.com
www.precision-ceramics.com 

w
w

w
.p

re
ci

si
on

-c
er

am
ic

s.
co

m
A

dv
an

ce
d 

Te
ch

ni
ca

l C
er

am
ic

 S
ol

ut
io

ns


